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 EXCAVATE TOPSOIL STOCKPILES.  MATERIAL MEETING CLEANUP
STANDARDS WILL BE TEMPORARILY STOCKPILED IN A DESIGNATED AREA FOR FUTURE
USE AS COVER MATERIAL.  MATERIAL FAILING TO MEET CLEANUP STANDARDS WILL BE
TEMPORARILY STOCKPILED IN A DESIGNATED AREA UNTIL IT CAN BE PLACED IN THE
WASTE CONTAINMENT AREAS AS BACKFILL (SEE SHEETS 2‐2 AND 2‐3).

 PREPARE THE CONSTRUCTION SUPPORT ZONE FOR USE
DURING THE RA. ACTIVITIES WILL INCLUDE: REMOVAL OF SOUTH TOPSOIL STOCKPILE,
SCREENING FOR OTHER CONTAMINATED MATERIAL, REMOVAL OF CONTAMINATED
MATERIAL TO DESIGNATED STOCKPILE AREAS, DEMOLITION OF EXISTING STRUCTURES,
SITE GRADING, FENCE CONSTRUCTION, DECONTAMINATION ZONE CONSTRUCTION, AND
PLACEMENT OF TEMPORARY CONSTRUCTION SUPPORT STRUCTURES (SEE SHEET 2‐14).

 CONSTRUCT SITE ACCESS ROAD TO PROVIDE PERMANENT ACCESS TO
THE SITE (SEE SHEET 2‐5).

 REMOVE THE WEST ACCESS ROAD AND ANY ASSOCIATED MATERIAL
FAILING TO MEET THE CLEANUP STANDARDS.  EXCAVATED MATERIAL WILL BE
TEMPORARILY STOCKPILED IN DESIGNATED STOCKPILE AREAS WITHIN THE MA (SEE
SHEET 2‐4).

 REMOVE CONTAMINATED SOIL AND SEDIMENTS FROM WHITETAIL
CREEK AND ADJACENT AREAS. EXCAVATED MATERIAL WILL BE TEMPORARILY STOCKPILED
IN DESIGNATED STOCKPILE AREAS WITHIN THE MA (SEE SHEET 2‐4).

 CONSTRUCT DECONTAMINATION ZONE, INCLUDING THE
VEHICLE AND PERSONNEL DECONTAMINATION AREAS, COLLECTION SUMP, AND
COLLECTION SUMP PIPELINE (SEE SHEETS 2‐15 THROUGH 2‐19).

 PREPARE THE AREA FOR
PROCESSING AND STOCKPILING OF MATERIAL FROM THE HILLSIDE WASTE ROCK PILE.
PREPARATION WILL INCLUDE WELL ABANDONMENT, SAFETY BERM AUGMENTATION,
RELOCATION OF ORE STOCKPILE #7, AND ANY NECESSARY INTERMEDIATE GRADING TO
FACILITATE THE WORK (SEE SHEETS 2‐22 AND 2‐23).

PROCESS A SUFFICIENT PORTION OF THE HILLSIDE WASTE
ROCK PILE TO PRODUCE DRAIN ROCK AND OVERLINER PROTECTION LAYER FOR PIT 4.   
REJECT MATERIAL WILL BE PLACED IN PIT 4 AS LOW‐REACTIVITY OR LOW‐ACTIVITY
WASTE BACKFILL (SEE SHEET 4‐3).

PERFORM ROCKFALL HAZARD MITIGATION, REMOVE
PIT SEDIMENTS, INSTALL UNDERDRAIN SYSTEM, LINE, BACKFILL, CAP AND COVER PIT 4. 
PHASE 1 SOURCES OF BACKFILL INCLUDE: PIT 4 OVERBURDEN PILE, HILLSIDE WASTE ROCK
PILE REJECTED MATERIAL, ALL ORE/PROTORE STOCKPILES, CONTAMINATED SOIL FROM
THE WEST ACCESS ROAD, CONTAMINATED MATERIAL FROM THE CONSTRUCTION
SUPPORT ZONE, AND THE SOUTH WASTE ROCK PILE (SEE SHEETS 4‐10 THROUGH 4‐20).

REMOVE MINE WASTE AND IMPACTED SUBGRADE MATERIAL.
PLACE EXCAVATED MATERIAL IN PIT 4 AS WASTE BACKFILL. REVEGETATE DISTURBED
AREAS (SEE SHEET 4‐4).

REMOVE ORE/PROTORE AND PLACE IN PIT 4 AS WASTE
BACKFILL (SEE SHEETS 4‐5, 4‐6, AND 4‐7).

CONSTRUCT A DOUBLE‐LINED POND TO BE USED FOR WATER STORAGE
DURING PHASE 2 CONSTRUCTION (SEE SHEET 5‐2).

REMOVE A SUFFICIENT QUANTITY OF WASTE ROCK
FROM THE WESTERN DRAINAGE TO BACKFILL PIT 4 TO THE APPROPRIATE GRADE (SEE
SHEET 4‐9).

 EXCAVATE PIT 2 WEST AND THE ADIT PIT AS PART
OF THE PHASE 1 WESTERN DRAINAGE WASTE ROCK REMOVAL (SEE SHEET 4‐9).

CONSTRUCT HAUL ROAD TO FACILITATE TRANSPORTATION
OF COVER MATERIAL FROM THE BORROW AREA TO THE WASTE CONTAINMENT AREAS
(SEE SECTION 3).

DEVELOP AN APPROVED BORROW SOURCE AND BORROW SUFFICIENT
MATERIAL TO COVER PIT 4 AND OTHER PHASE 1 AREAS REQUIRING GROWTH MEDIA.
RECLAIM DISTURBED AREAS OF THE BORROW AREA. RHOADS PROPERTY BORROW AREA
SHOWN.  ALTERNATE BORROW AREAS MAY BE SELECTED (SEE SECTION 3).

CONSTRUCT THE NEW WTP, TWO
ASSOCIATED DOUBLE‐LINED STORAGE PONDS, AND OTHER APPURTENANT FACILITIES
(SEE SECTION 9).

CONSTRUCT THE WTP EFFLUENT
PIPELINE AND DIFFUSER.  THE PIPELINE WILL BE APPROXIMATELY 5.5 MILES LONG AND
WILL DISCHARGE INTO LAKE ROOSEVELT.  PIPELINE CONSTRUCTION WILL INCLUDE BANK
STABILIZATION AND IMPROVEMENTS ALONG THE BLUE CREEK CORRIDOR. THIS ITEM IS
NOT DEPICTED IN ITS ENTIRETY ON SHEET 1‐22.  SEE SECTION 10 FOR ADDITIONAL
INFORMATION.

CONSTRUCT THREE ALLUVIAL GROUND WATER
INTERCEPTOR SYSTEMS.  ONE IN EACH OF THE FAR EAST, CENTRAL, AND WESTERN
DRAINAGES (SEE SECTION 7).

 CONSTRUCT TEMPORARY PIPELINES FROM PIT 4, THE
ALLUVIAL GROUND WATER COLLECTORS, AND THE BPA TO THE SOUTH POND (SEE
SECTION 10).

 REMOVE ABOVE‐GRADE MINE WASTE AND REGRADE THE PIT 4 NORTH
AREA. PLACE COVER SOIL OVER THE REGRADED SURFACE AND REVEGETATE (SEE SHEETS
4‐21, 4‐22, AND 4‐23).

PERFORM ROCKFALL HAZARD
MITIGATION, REMOVE PIT SEDIMENTS, INSTALL UNDERDRAIN SYSTEM, LINE, AND
PARTIALLY BACKFILL PIT 3.  REGRADE PORTIONS OF THE BPA. CAP AND COVER THOSE
PORTIONS OF PIT 3 AND THE BPA MEETING FINAL GRADE.  PHASE 2 WASTE BACKFILL
INCLUDES WESTERN DRAINAGE WASTE ROCK, THE EAST WASTE ROCK PILE, THE
REMAINDER OF HILLSIDE WASTE ROCK PILE, AND CONTAMINATED SOIL AND SEDIMENTS
FROM ROADS AND DRAINAGES (SEE SHEETS 4‐34 THROUGH 4‐45).

REMOVE REMAINING HILLSIDE WASTE ROCK MATERIAL.
PROCESS AS NECESSARY TO GENERATE PIT 3 DRAIN ROCK AND LINER BEDDING.
REJECTED MATERIAL AND IMPACTED SUBGRADE MATERIAL WILL BE PLACED IN PIT 3 AS
WASTE BACKFILL AND REVEGETATE DISTURBED AREA. (SEE SHEET 4‐25).

 REGRADE, COVER AND VEGETATE THE EXCAVATED ADIT PIT
AND PIT 2 WEST (SEE SHEETS 4‐28, 4‐48, 4‐49, AND 4‐50).

 DEMOLISH EXISTING STRUCTURES AND PLACE THE MATERIAL IN
PIT 3 AS WASTE BACKFILL (SEE SECTION 8).

 EXCAVATE THE EAST WASTE ROCK PILE AND IMPACTED
SUBGRADE MATERIAL AND PLACE IN PIT 3 AS WASTE BACKFILL.  REVEGETATE
DISTURBED AREA (SEE SHEET 4‐27).

 REMOVE CONTAMINATED MATERIAL FROM THE INTERNAL MINE ROADS
AND EAST ACCESS ROAD.  CONTAMINATED MATERIAL WILL BE PLACED IN PIT 3 AS
WASTE BACKFILL.  CLEANUP NPDES POND CONCURRENTLY WITH EAST ACCESS ROAD.
REVEGETATE DISTURBED AREAS (SEE SHEET 4‐29).

 EXCAVATE REMAINING WASTE ROCK AND
IMPACTED SUBGRADE MATERIAL FROM THE WESTERN DRAINAGE AND PLACE IN PIT 3
AS WASTE BACKFILL AND REVEGETATE DISTURBED AREAS (SEE SHEET 4‐26).

REGRADE CAP AND COVER AREA 5 AFTER COMPLETION OF DRAIN ROCK
PROCESSING (SEE SHEET 4‐46).

 CONSTRUCT THE DOUBLE‐LINED WEST POND AND ASSOCIATED SURFACE
WATER CONTROLS.  EMBANKMENT WILL BE CONSTRUCTED FROM MATERIAL
EXCAVATED FROM WITHIN THE WEST POND IMPOUNDMENT AREA (SEE SHEET 5‐7).

 REMOVE CONTAMINATED SEDIMENTS FROM
THE EASTERN DRAINAGE AND PLACE IN PIT 3 AS WASTE BACKFILL. REVEGETATE
DISTURBED AREA (SEE SHEET 4‐32).

 REMOVE CONTAMINATED SEDIMENTS
FROM THE WESTERN DRAINAGE AND PLACE IN PIT 3 AS WASTE BACKFILL. REVEGETATE
DISTURBED AREA (SEE SHEET 4‐31).

 CONSTRUCT TEMPORARY PIT 3 INFLUENT PIPELINES
TO THE SOUTH POND.  AT THE END OF THE PHASE RELOCATE INFLUENT PIPELINES FROM
THE ALLUVIAL GROUND WATER CONTROLS, PIT 3 SEEPAGE COLLECTORS, AND PIT 3, PIT
4, AND BPA DEWATERING PIPELINES TO THE WEST POND (SEE SECTION 10).

 CONTINUE DEVELOPMENT OF AN APPROVED BORROW SOURCE AND
BORROW SUFFICIENT MATERIAL TO COVER AREA 5, PART OF PIT 3, PART OF THE BPA
AND OTHER PHASE 2 AREAS REQUIRING GROWTH MEDIA. RECLAIM DISTURBED AREAS
OF THE BORROW AREA. RHOADS PROPERTY BORROW AREA SHOWN.  ALTERNATE
BORROW AREAS MAY BE SELECTED (SEE SECTION 3).

 CONSTRUCT 4 STORMWATER ATTENUATION
BERMS IN THE WESTERN, CENTRAL, AND EASTERN DRAINAGES (SEE SHEET 6‐23).

 

 DECOMMISSION THE POLLUTION CONTROL POND. PLACE
MATERIAL, INCLUDING IMPACTED SUBGRADE SOIL, IN PIT 3 AS WASTE BACKFILL (SEE
SHEET 4‐52).

DECOMMISSION THE SOUTH POND AND PLACE MATERIAL IN PIT 3 AS
WASTE BACKFILL (SEE SHEET 4‐52).

 EXCAVATE ALL REMAINING WASTE ROCK AND IMPACTED
SUBGRADE MATERIAL FROM THE SOUTH WASTE ROCK PILE AND PLACE IN PIT 3 AS
WASTE BACKFILL. REVEGETATE DISTURBED AREA (SEE SHEET 4‐52).

 REMOVE CONTAMINATED SEDIMENTS FROM
THE CENTRAL DRAINAGE AND PLACE IN PIT 3 AS WASTE BACKFILL. REVEGETATE
DISTURBED AREA (SEE SHEET 4‐53).

 BACKFILL, CAP, AND COVER PIT 3 AND BPA.
PHASE 3 SOURCES OF PIT 3 BACKFILL INCLUDE: POLLUTION CONTROL POND, SOUTH
POND, SOUTH WASTE ROCK PILE, AND CENTRAL DRAINAGE SEDIMENTS (SEE SHEETS 4‐55
THROUGH 4‐60).

 CONTINUE DEVELOPMENT OF AN APPROVED
BORROW SOURCE AND BORROW SUFFICIENT MATERIAL TO COVER THE REMAINDER OF
PIT 3 AND THE BPA AND OTHER PHASE 3 AREAS REQUIRING GROWTH MEDIA. RECLAIM
DISTURBED AREAS OF THE BORROW AREA. RECLAIM THE BORROW AREA HAUL ROAD.
RHOADS PROPERTY BORROW AREA SHOWN.  ALTERNATE BORROW AREAS MAY BE
SELECTED (SEE SECTION 3).

CONSTRUCT PERMANENT SITE MAINTENANCE ROADS AS PRACTICABLE.  CONSTRUCT THE
PIT 3 DEWATERING PIPELINE TO THE WEST POND.  CONSTRUCT THE PIPELINE AS A
PERMANENT PIPELINE AS PRACTICABLE AND AS A TEMPORARY PIPELINE WHERE
NECESSARY (SEE SECTION 10 AND SHEET 4‐61).

 CONSTRUCT INTERIM FENCING TO PROTECT THE WCA (NOT SHOWN
ON SHEET 1‐26; SEE SHEET 4‐73)

 

 FINISH CONSTRUCTION OF PERMANENT INFLUENT
PIPELINES. INFLUENT PIPELINES INCLUDE, PIT 3 SEEPAGE COLLECTOR PIPELINE, AND PIT 3,
PIT 4, AND BPA DEWATERING PIPELINES (SEE SECTION 10).

 DECOMMISSION THE WEST POND.  EMBANKMENT MATERIAL WILL BE USED
TO REGRADE THE IMPOUNDMENT AREA.  LINER AND SEDIMENTS WILL BE REMOVED AND
TAKEN TO AN APPROPRIATE WASTE DISPOSAL SITE.  REVEGETATE THE DISTURBED AREA
(SEE SHEET 4‐75).

 CONSTRUCT PERMANENT BOULDER BARRIER AND FENCING TO
PROTECT THE WCA (SEE SHEET 4‐77).

 REMOVE PIPELINES ASSOCIATED WITH ALLUVIAL GROUND WATER
CONTROLS.

  MIDNITE MINE IS A FORMER OPEN‐PIT MINE THAT WAS DEVELOPED AND MINED BY THE DAWN MINING COMPANY FROM 1955 TO 1981.  THE MINE IS LOCATED IN NORTHEAST
WASHINGTON STATE ON THE SPOKANE TRIBE INDIAN RESERVATION.  ORE MINED AT THE SITE WAS SENT TO NEARBY FORD, WASHINGTON FOR PROCESSING AT THE DAWN MILLSITE.  TWO
OPEN PITS, BACKFILLED PITS, AND A NUMBER OF WASTE ROCK PILES AND ORE STOCKPILES REMAIN ON SITE.
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REMEDIAL ACTION CONSTRUCTION IS ORGANIZED INTO THREE PHASES OF WORK AND FINAL SITE REMEDIATION AS FOLLOWS:
 PHASE 1 ACTIVITIES INCLUDE EARLY WORKS/SITE PREPARATION, HILLSIDE WASTE ROCK PILE PROCESSING, PIT 4 PREPARATION, BACKFILLING CAPPING AND COVERING,
SOUTH POND CONSTRUCTION, REMOVAL AND CLEANUP OF THE WEST ACCESS ROAD, SEDIMENT CLEANUP IN THE WHITETAIL CREEK DRAINAGE, WATER TREATMENT
PLANT CONSTRUCTION, CONSTRUCTION OF THE ALLUVIAL GROUND WATER CONTROLS, AND CONSTRUCTION OF THE WTP EFFLUENT PIPELINE.

 PHASE 2 ACTIVITIES INCLUDE PIT 3 PREPARATION, AND BACKFILLING ACTIVITIES, PROCESSING THE REMAINDER OF HILLSIDE WASTE ROCK PILE, CONSTRUCTION OF THE
WEST POND, DEMOLITION OF EXISTING BUILDINGS, SEDIMENT CLEAN‐UP IN THE EASTERN AND WESTERN DRAINAGES, REGRADING OF PART OF THE BACKFILLED PIT AREA,
CAPPING AND COVERING OF AREA 5, AND CAPPING AND COVERING PARTS OF PIT 3 AND THE BACKFILLED PIT AREA.

 PHASE 3 ACTIVITIES INCLUDE REMOVAL OF THE POLLUTION CONTROL POND, REMOVAL OF THE SOUTH WASTE ROCK PILE (INCLUDING THE SOUTH POND), CENTRAL
DRAINAGE SEDIMENT CLEAN‐UP, AND FINAL BACKFILLING, CAPPING, CONSTRUCTION OF PERMANENT SITE MAINTENANCE ROADS, AND COVERING OF PIT 3 AND THE
BACKFILLED PIT AREA.

 FINAL REMEDIATION ACTIVITIES INCLUDE DECOMMISSIONING THE WEST POND AND CONSTRUCTION OF FINAL PIPELINE CONFIGURATIONS.
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MIDNITE MINE DRAINAGE POND

PROPOSED WATER TREATMENT PLANT
(SEE NOTE 1)

DECOMMISSIONED WEST POND

EFFLUENT PIPELINE (CONTINUES TO
LAKE ROOSEVELT SEE SECTION 10)

MIDNITE MINE

WELLPINIT, WASHINGTON

JUNE 2015





SITE TOPOGRAPHY - END OF
REMEDIAL ACTION

1-31
1-31

3

EASTERN FLOW
ATTENUATION BERM

SOUTHERN FLOW
ATTENUATION BERM

CENTRAL FLOW
ATTENUATION BERM

WESTERN FLOW
ATTENUATION BERM

PERMANENT BOULDER BARRIER

REGRADED AND
COVERED PIT 4

NORTH


